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- RATIONAL ADVISORY CO"l3lTEE FOR AERONAUTICS 

INVESTIGATION O F  THE FATIGUE STREmGTH OF 

By D w i g h t  0. Fearnow 

Results  me  presented of a fatigue-etrength  investigation of a 
typical  full-scale  airplane wing structure. The t e s t a  were conducted 
by the resonant-frequency method, wherein  concentrated masaes were 
at tached  to  the wing t o  reproduce f l i g h t  stresses corresponding t o  l o d -  
factor  values of 1 .f: 0.625g over approximately 45 percent of the span. 
The results presented  include  the data obtained on the first  two 
specimens of a more complete program. 

Although the results cover 11 fatigue cracks, the amount of data 
i s  a8 yet  insufficient  to  warrant.definite  conclusions.  The data 
indicate a surprisingly small amount of spread i n  fatigue l i fe  even 
though all fatigue cracks did not originate a t  the same points. Computed 
effective  stress-concentration  factors  for similar r iveted  joints   var ied 
from 2.55 t o  3.15, whereas the one value computed fo r  the corner of a n  
inspection  hole  cut-out was 4.20. Neither the natural  frequency  nor 
the damping of the two test specimens  appeazed to  be affected by fatigue 
m g e  u n t i l  after a fatigue  crack had originated; thus, indications are 
that the use of these parameters may not be adequate as a measure of the 
damage caused by fat igue  in   an  a i rplane wing structure.  The rate of 
fatfgue  crack growth was quite -11 u n t i l  the crack had included 
approximately 7.5 percent of the tension material. Beyond this value, 
the rate of crack growth increaeed very rapidly. 

INTRODUCTION 

Recent t rends   in  airplane design,  comtruction, and use have 
placed  increasing emphasis upon the problem  of fa t igue   in   a i rp lane  

fatigue l ife is not  available. Moreover, most f a t igue   t e s t a   t o  date 
have been  conducted on small polished specimens  under closely  controlled 

c structures.  Unfortunately,  an  exact  theoretical method of computing 
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laboratory  conditions and,  although  such  basic tests are   essent ia l  to 
the solution of the problem, they do not  reproduce all the   pract ical  
problems of a complex wlng structure.  

When it became apparent that w a r  surplus  airplanes  could be made 
available  for  research, the NACA Special C m m i t k e  on Surplus A i r c r a f t  
Research  endorsed the proposal tha txn   inves t iga t ion  of tbe  fatigue 
strength of airplane  structures  be  carried  out  through  the  te-sting of 
surplus   a i rcraf t .   Since  the  scat ter   in  most fatigue  data i s  so large, 
it is necessary i n  any fa t igue   inves t iga t ion   to   t es t  a large number of 
specimens  under ident ica l  test  conditions. A s t a t i s t i ca l   ana lys i s  of 
the data  can  then be made. The original  proposal  for  fatigue  research 
on ful l -scale   a i rplanes covered the tes t ing  of 600 airplanes of 
15 different  ty-pes. A s  an initial phase of the program, it was  
recommended that the NACA carry  out a n  investigation on one type, of 
transport  airplane.  Accordingly 23 c-46 airplanes were secured from 
the W a r  Assets Administration. 

The important  objective o f  the program i s  t o  determine, if  
possible, how the results of laboratory tests on small specimens can 
be  applied  to  full-scale wing st ructures .  T h i s  objective  could  possibly 
be  accomplished by comparing the results of the present tests with 
results from other  investigations which have been made in   fa t igue   l ab-  
orator ies  on mock-ups of such stress r a i se r s  as r iveted  joints  and 
inspection  cut-outs.  Other  objectives are (1) the  determinatioc of' the 
spread i n  fatigue l i f e ,  (2) the  reduct ion  in   s ta t ic   s t rength  af ter  
fatigue f'ailure, ( 3 )  the   effect  of fatigue damage on such  parameters 
as .natural  frequency  and damping characteriwtics, and (4) the lose in 
fatigue  l ife  associated  with  the number of hours a transport-type 
airplane has flown. 

L 

The present  report  covers  the  testing  technique and the  resul ts  
available from the f irst  two airplank wing structures.  The t e s t s  
reported were of the  constant-level tJrpe i n  which the wing was subjected 
to   s t r e s ses  corresponding t o  an arbi t rary  load  factor  increment 
of 1 f 0.625g, or  approximately 22 f 14 percent of estimated  design 
ultimate  load  factor. 

APPARATUS 

Description of wing structure.-  The  two C-46D wings used i n   t h e  
present  investigation had previously been subjected  to  approximately 
600 hours of f l ight   service and several   years  storage  in a n  open depot. 
The geometric character is t ics  of the w i n g ,  together  with  various  other 
pertinent parameters of the- airplane,   are  given  in  table 1. 



The wings are of a l l - m e t a l ,  riveted,  stressed-skin  construction. 
The main beams or  spars  consisted of spr caps and shear webs. The 

webs  were sheet material  reinforced by extruded angles. All material 
in the  spars was 24S-T aluminum alloy. The skin was supported  not only 
by the spars but also by hat-sectfon stiffeners whfch were made from 
rolled  sheet-stock and l a i d  p a r a l l e l   t o  the 70-percent-chord spar. 
The skin and s t i f fener  material was a l l  a lc lad  24S-T. 

I sps,r caps were re la t ive ly  heavy T-shaped extrusions, whereas the shear 

The wings were constructed i n  three parts;  two outer  panels, and a 
center  section. The center  section was  continuous  through  the  fuselage 
and supported the two engine  nacelles and the   l andid   gear .  The ribs 
i n  the  center  section were of the truss type made of 24s-T $bet-metal 
f o d n g s  . 

The outer  panels were s e t  a t  a dihedral angle of 7 O  and were 
attached to the center  section by extruded angles and high-strength 
bol ts .  The ribs i n  the outer  panels were of the  conventional web type 
made of 24s-T sheet material. The outer  panels were of two-spar 
construction  with one spar at  the 30-percent-chord posit ion and the 
other a t  the 70-percent-chord  position. The spar at  the 70-percent- 
chord posit ion was s t ra ight  and perpendicular t o  the center line of the 
airplane. The center  section had, in   add i t ion   t o  the 30- and 70-percent- 
chord  position  spars,  an  auxiliary epar located a t  about the =-percent- 
chord position. A l l  sk in   jo in ts  were r iveted and were e i ther   bu t t   o r  
Lap joints .  

Preparation of w f n g  for   t es t ing . -  To prepare  the  airplanes  for the 
fatigue tests, the  following  modifications w e r e  made.  The fuselage 
forward of and behind  the w i n g  was cut off beyond the wing fuselage 
attachment  points. The outer wing panels were cut off at the wing 
s ta t ion  405 inches f r o m  the  center line of the wing-fuselage  combination 
s o  tht the t o t a l  span of the wing m a  reduced from 1296 inches t o  
810 inches. The shear  material of the two spars i n  both  the lef t  and 
right  outer  panels was substantially  increased from wing s ta t ions  305 
t o  405 t o  accommodate concentrated  mases,  or w e i g h t  boxes, which were 
used t o  reproduce f l i g h t  stresses a t  a selected wing s t a t ion   ( s t a t ion  214). 
The centers of the  concentrated masses were located at  s t a t i o n  414 on 
both  the left  and r igh t  wing outer  panels. The engines and landing 
gear were  removed, and the structure  incorporating the wing and fuselage 
inverted and. mounted between s t ruc tura l  steel backstops a8 shown i n  
figure 1. The mounting t o  the backstops, as shown i n  this figure, 
consisted of fabricated  angles and doubler  plates which dis t r ibuted the 
stresses around the  fuselage  s t ructure   in  a pat tern similar t o  that 
which could  be  -expected i n   f l i g h t .  

R 
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Fatigue machine.- The constant-level  fatigue machine a l so  shown 
in   f i gu re  1 consiated of  a prime mover, reduction  gear box, l i n e  
shafting,  adjustable  eccentric, and an  exciter  spring. The prime mover 
was a direct-current  traction-type  electric motor, which, along  with 
the reduc tbn  gear box, w a s  located as close  to  the  center of the  test  
setup as possible. From e i ther  side of the reduction  gear box, l i n e  
shafting  transmitted  the  applied motor torque to  the  point of l a a d  
appl icat ion  (s ta t ion 414). The adjustable  eccentric was used to   comer t  
the  rotat ing  torque  to  a ver t ical   force which was transmitted t o  the 
wing through a push rod and an  exciter  spring. The spring was required 
t o  allow  the  necessary phase shift between the wing  and the forcing 
function so that  the resonance character is t ics  of the wing could  be 
u t i l i zed .  A detailed view of the  adjustable  eccentric, push rod, and 
exci ter   spr ing may be seen  in  figure 2. 

The relieving  load column and spring system  used t o  simulate 
nacelle inertia ef fec ts  may be  seen i n  figure 1. Since  the w i n g  
specimen was tested  in   the  inverted  a t t i tude,  it was necessary t o  install 
a spring system which would act   opposi te   in   direct ion  to   the motion of 
the wing. The back-to-back  channels on the floor as well as the ve r t i ca l  
column and engine mount  made up that spring system. 

SSIJSTRUMEXIXTION 
- .  

Each wing was instrumented w t t h  wire  resistance  strain gages a t  
the nominal locations shown i n   f i g u r e  3.  The one-active" s t ra in-  
gage bridges shown  by the  squares i n  this figure were located so as 
t o  measure the nominal average  stress in the material at points o f  
fatigue-crack  origin. The four-active"  strain-gage  bridges shown 
by the diamonds i n  the figure were located a t   s t a t i o n  220. These gages 
were used t o  measure bending moments and thus gave an  indication of the 
constancy  of  the  loading  cycle.  Recording  oscillographs and the 
necesaary  balance equipment were used to   record  the  response  of the 
s t ra in  gages  during  the tests. 

Each wing was a l e o  instrumented  with  fatigue-detector  wires a t  
locations where previous tests, i n  which a brittle-lacquer  technique 
was used, had indicated  points of local  high  stress  concentrations. 
The nominal locations of these wires are shown  by the st ra ight  and wavy 
dashed lines in   f igure  3. The fatigue-detector  wires were of 0.002-inch- 
diameter  insulated copper and were cemented to   t he   s t ruc tu re   i n  such a 
way that the  wire would break i f  a fatigue  crack  passed under it. The 
breakage of the wire would be indicated a t   the   cont ro l  panel by small 
l i g h t s  and  warning be l l s .  
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A system of mechanically  operated  microswitches, which may be seen 
i n  figure 2, was used t o  count the nuniber of times the amplitude of the  
wing exceeded a ser ies  of predetermined  values of deflection.  For 
operational  purposes, the deflection amplitude was calibrated i n  terms 
of applied load factor.  

The frequency at which the wing vibrated w a s  held constant by an 
electronic  speed-control  unit and w a s  indicated on a stroboscopic 
tachometer. 

The method of tes t ing  chosen for  the present fatigue tests on full- 
scale airplanes was the resonant-frequency method, i n  w h i c h  concentrated 
masses were used t o  reproduce flight stresses a t  some spanwise etation. 
It was, therefore,  necessary to select   the   s ta t ion most l i ke ly  t o  be 
c r i t i c a l   i n   f a t i g u e .  Examination of the wing st ructural   analysis  
(reference 1) indicated that the minllnnnn bending margins of safety 
ex i s t ed   i n  that region of the wing which included  station 214. A 
dist r ibuted-load  s ta t ic  tes t  u t i l i z ing   b r i t t l e   l acque r  wa8 made for  a 
posit ive low angle-of-attack  condition and the r e su l t s  confirmed this 
analysis and indicated numerous spots of local  high stresses at 
s ta t ion  214. In addition,  the  construction a t  this s t a t ion  appeared 
t o  be reasonably  repreaentative of that used i n  conventional  designs. 
For these reasons, this s ta t ion  w a s  designated as c r i t i c a l   f o r  the 
present tests. The concektrated masses were located and porportioned, 
therefore, so as to produce the same bending moment, shear,  and  torque 
at  s t a t ion  214 as would be associated with a i r  loads i n   l e v e l   f l i g h t  
a t  positive Low angle of attack. A comparison of the design  bending 
moment, as found in   reference 2, with the test   appl ied bending moment 
i s  shown in   f i gu re  4. It may be seen that the concentrated masses 
reproduced the design  bending momenta over the inner 300 inches of the 
semispan. Introducing the nacelle  relieving load lowered the bending 
moments over the inboard 175 inches and reached a maxhnm~ reduction of 
about 10 percent at the center line. The e f fec t  of this reduction on 
possible  fatigue  failures  inboard of s t a t ion  x)O i s  somewhat indeterminate, 
however, because although it reduced the general stress leve l  a t  a 
given spanwise station, it may have caused higher loca l  stresses near 
the wing-nacelle  juncture. 

The wings were vibrated st a constant  amplitude of vibration by 
means of  the  exqiter  sprlng and adjustable eccentric  previously 
mentioned. Tne  amplitude of vibration was equivalent  to a load  factor 
a t  the   c r i t i ca l   s t a t ion  of 1 0.625g. 
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The wings were inspected  during the tests to   loca te  fatigue cracks 
which occurred a t  points  other  than  those  instrumented.  Thie  inspection 
w a s  made while the wing was vibrat ing  in  an e f f o r t   , t o  keep the amplitude 
of vibration as nearly  constant as possible by reducing t o  a minimum 
the number of times the fatigue machine w a s  started or stopped. A t  
various times throughout the tests, dynamic stress indications from the 
s t r a i n  gages were recorded and checked fo r  constancy of loading. 

When a fatigue crack  occurred, the number of cycles  required t o  
cause the failure was noted. The decision w a s  then made e i t h e r   t o  
stop the te-st, repair the crack, and thus  gain more test data o r   t o  
continue the test  and observe the growth of the crack. The  course 
chosen was based on the amount-f data accumulated from each t e s t  
specimen and the desire t o  observe the growth of only those  cracks which 
seemed t o  be typical, rather than  cracks which might be associated  with 
details  of  design. Th- far the growth of  only  those  cracks which occurred 
near s ta t ion  214 has been observed and recorded. The cracks a t  this 
s ta t ion  were allowed t o  grow u n t i l  danger t o  the apparatus was imminent. 

RESULTS AND DISCUSSION 

For the purposes  of this paper, a fatigue crack is  defined ES one 
that is  approximately an  inch  long  and as deep as the m a t e r i a l i n  
which it started.  Although a l l  of the cracks were not  discovered  before 
they had exceeded one inch  in  length,   the number of cycles  required t o  
cause failure m a  corrected  to  t h i s  common basis by u t i l i z ing  data from 
other  cracks on which the rate of  growth had been  observed as well as 
by ut i l iz ing  indicat ions from changes i n  the natural frequency of the 
tes t  wings. 

A s w ~ l a r y  of the loads required  to  cau8e each of the 11 fatigue 
cracks from the first two specimens i s  presented i n  table 2. These 
data are compiled i n  the form of the summation of cycles of load  equal 
t o  or greater  than the An values l isted in  the left-hand column, where 
An is the  incremental  load  factor. The number of cycle8 shown in 
parentheses  designates the number of  loads applied  in  each c b e s  inter-  
val, that is, between Consecutive values of An, and these loads are 
assumed t o   a c t  at the midpoint  of the  c lass   interval .  For instance, for  
crack 1, 14,452 loads (295,085 - 280,633) are assumed t o   a c t  a t  a An 
of 0.225 which is the mean of An = 0.15 and An = 0.30. This amump- 
tion  appears  reasonable i n  view of the  fact  that  the  load-factor  incre- 
ment, An = 0.13, is quite small, being  approximately 3 percent  of  design 
ultimate  load  factor. Thus, the maximum error  introduced  should be no 
larger  than  approximately kl.5 percent, 

I 
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As a matter of in te res t ,  the An values of the  present data have 
been  converted to   e f fec t ive  gust veloc i t ies  as defined i n  reference 3 
and for  the assumed operating  conditions listed i n  table 1. These 
effect ive gust ve loc i t ies  are l i s t e d   i n  the second coltrmn of t ab le  2 
and apply t o  a probable  operating  equivalent  airspeed of 190 milee 
per hour. 

Although.the  tests  reported  herein were intended t o  be of  conetant- 
level   type a t  a load-factor  increment of 1 2 0.625, a number of cycles 
a t  other than this l eve l  were obtained. h general these cycles were 
either imposed during  preliminary  surveys  or  occurred  inadvertently 
while the fatigue machine was being  brought up t o  speed. The 14 cycles 
l z s t e d   i n  table 2 f o r  the f i r s t  specimen a t  An values  around 1.0 
were imposed during s t a t i c   ca l ib ra t ion  tests. 

In order  to  indicate the significance of these departures from the 
constant  level, the number  of cycles required  to  cause failure (for 
each  of the 11 cracks) is shown i n  figure 5 in the form of frequency- 
dis t r ibut ion cmeB. Although only seven c m e s  appear  in  figure 5 ,  
these curves  represent  eleven  crack8  since  several of the cracks have 
identical  applied  loads.  In this figure the number of cycles of load 
applied  in  each  class  interval and assumed t o   a c t  a t  the m i - i n t  of the 
in te rva l  (the numbers Fn parentheses in table 2) has been plot ted as a 
function  of  increment of load  factor An above the 1 g mean condition. 
The fact that the frequency-distribution  curve8 are quite  steep  indicates 
that the t e a t s  were e s s e n t i a u y  of the constant-level type. It w i l l  be 
noted that the cycles of load applied i n   t he   c l a s s   i n t e rva l  between 
a An = 0.60 and An = 0.75 were assumed t o   a c t  a t  (and therefore 
were plot ted at) a An = 0.625 rather than at  the midpoint of that 
interval .  T h i s  assumption  appears  reasonable in view of the   re la t ively 
small nurn3er of times the applied loads were greater than the load 
factor  value of 0.75, as w e l l  as the fact than an e f f o r t  was made t o  
keep the applied  increment of load at  a constant  level of An = 0.625. 

Probably the most significant  point shown i n  figure 5 ,  however, 
i s  the  surprisingly small amount of spread i n  the, fat igue l i f e  f o r  each 
of the 11 cracks,  even though a l l  cracks did not  originate at the same 
po in t   i n  the structures. It will be noted that at  An = 0.625, the 
width of the band encompassing a l l  cracks  vmies from about l70,OOO cycles 
t o  about 3lO,OOO cyclee. This result indicates a spread i n  fatigue l i fe  
of a factor  less than 2. 

Description of fatigue cracks.- Figure 3 shows the locat ion of the 
fettigue  cracks on a plan view of the wing. The cracks me numbered i n  
order  of  occurrence  for  purposes of ident i f icat ion.  Cracks l t o  5 were 
on the first specimen  whereas cracks 6 to  ll were  on the second  specimen. 
In  three  instances  involving  seven of the 11 cracks,  duplicate  failures 
were obtained. Cracks 1, 2, and 11 occurred in   r i ve t ed  l ap  j o in t s  
similarly located a d  constructed. Details of these jo fn ts  are shown 
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i n  figure 6. Figures 7, 8, and 9 are photographs of the  cracks. 
Figure 7 shows four views  of crack 1 af t e r  about 50 percent of the 
tension material had fsiled.  Figure 8 shows crack 2 a f t e r  about 
10 percent of the  tension  material had failed.  Figure 9 shows the 
length of crack 11 at the “me of discovery. A l l  three of these  cracks 
originated at the same chordwise locat ion  in   the  r iveted  joints ,  two 
on  the l e f t  side of the center line of the wing, the  other on the  r ight  
side. 

Cracks 3, 5, 8, and 9 occurred a t  the corners of reinforced 
inspection  cut-outs.  Figure 10 shows four views of typical  cracks 
which s ta r ted  a t  these  cut-outs and then  continued to  grow across the 
test  specimen. It is interest ing  to   note  that although the crack  of 
f igure lO(a) followed a l i n e  of r i v e t s  a8 it propagated, the  cracks  in 
figures 10(b) and lO(c) d id  not. 

Cracks 4 and 10 occurred i n  the joggle of a reinforcement  doubler 
plate-while cracks 6 and 7 occurred a t  the  outboard  juncture of the wing 
and engine  nacelles.  Figure ll shows a typical  crack i n  the joggle  of 
a doubler  plate and figure 12 shows the   s imllar i ty  of the cracks which 
occurred a t  the juncture of w i n g  and nacelle on both l e f t  and r igh t  
semispane. It should  be  noted tha t  cracks 6 and 7 s ta r ted  in half 
round notches i n  the doubler  plate. These notches had apparently  been 
cut  to-provide  clearance  for  operation of the landipg  gear, and their 
addition  placed a r ivet   very  c lose  to  the edge of  the sheet. 

Stress   dis t r ibut ion.-   In   order   to   obtain  an  idea of  the  stress 
d i s t r ibu t ion   i n  the region of the fatigue  cracks, the second specimen 
was instrumented  with  strain.  gages which were located i n  regions where 
cracks were obtained in   t he  first specimen. (See f ig .  3. ) 

The s t r a i n  gages were located so as t o  measure only the nominal 
average s t r e s s   i n   t he  material in   the   v ic in i ty  of the points where the 
fatigue cracks  originated. I n   f a c t   t h e  gages were placed far enough 
away fram the point of fatigue  crack  origin so as t o  exclude  the  effect 
of stress  concentrations. A typ ica l   ins ta l la t ion  of these s t r a i n  gages 
can be seen in figure 9. An example of the chordwise stress dis t r ibut ion 
as measured in   the   v ic in i ty  of the Piveted  joints where  cracks 1, 2, 
and 11 originated is  shown i n  figure 13. I n  this figWe maximum measured 
stress - that is, the al ternat ing stress plus the mean stress - i s  
plot ted as a function of strain-gage  location i n  inches  forward of the 
70-percent-chord  position. It i s  in t e re s t ing   t o  note that the  fatigue 
cracks  originated a t  the same approximate distance from the 70-percent- 
chord posit ion RS the  point of  maximum measured stress shown i n  
figure 13. 

I 
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Effective  stress-concentration  factor.-  Since  stress  concentrations 
were not measured direct ly ,  &11 effective  stress-concentration  factor 
w a s  deduced from the data by several  methods.  For a conatant-level test, 
this   factor   could  easi ly  be obtained by dividing the stress   required t o  
muse  fa i lure  (&8 found from standard S-N curyes of unnotched alclad 
material) by the measured s t r e s s .  In order t o  PLWSU~ t h i s  method of 
analyei~ f o r  the present  calculations,  the aesumption was made t h a t  only 
those  cycles of  load which had been applied between An = 0.60 and 
&I = 0.75 caused  any fatigue damage. It w a s  further aesumed that those 
loads acted at a value of An = 0.625 imtead of the  midpoint o f  the 
c l a s s   i n t e m l .  "hi8 assumption  appears  reaaonable inasmuch &a an 
e f f o r t  was made t o  maintain a constant  load-factor  increment o f  
I f 0.625g. 

The resu l t s  of these  calculations  for  cracks where s t r e s s  mea~ure- 
mente  were avai lable   are  as shown in   t ab le  3. Columna 1 and 2 o f  t h b  
table enumerate the  fatigue  cracks and give a short   description of the 
point where the  cracks  originated. Column 3 gives the number of cycles 
to   f a i lu re  at a value of bn of 0.625. Columne 4 and 5 give  the measured 
mean -stress amean and the memured rnaximm s t r e s s  amax f o r  the four 
failures where measured s t resses  were available. Column 6 gives the 
s t r e s s  USN which would cause failure at  the number o f  cycles   l is ted 
in  column 3. The effective  stress-concentration  factor KI FS given 
in column 7 and is defined as: 

In this expression asN is that value  obtained from the S-N curve f o r  
which a mean stress equal t o  dmem times K1 applies. The quan- 

t i t i e s  K1 and urn are interdependent; that is, Kl is used t o  
determine GSN and urn in turn  is used to   def ine Kl. In order t o  
determine the value of K1 fo r  each fa i lure ,  a trial-and-error method 
is employed wherein different  values are  assigned t o  K1 u n t i l  one 
value is found which satisfies both conditions. The S-N curvea  used 
t o  determine a m  were based on data f o r  0.040-inch-thick  unnotched 
alclad 24s-T sheet as given in  reference 4. The fac tor  Kl f o r  the 
comtant-bvel  analysis  varied f r o m  2.58 t o  3.15 for ident ica l   r ive ted  

- joints;  whereas the one value computed f o r  the  corner Of an fnSpeCtiOn 
cut-out was 4.20. 
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Since  the  amplitude of the  applied stress cycles was not  exactly 
a t  a constant  level’during the present  tests,  the  cmuletive-damage 
theory  described in   reference 5 w a s  also used t o  compute an effective 
stress-concentration  factor, K2. This theory  basically  states that 
fa i lu re  w i l l  occur when the summation curve of the  loading  cycles 
becomes tangent   to   the S-N curve. The determination of K2 by this 
theory i s  i l l u s t r a t ed   i n   f i gu re  14 f o r  one of the  four  fatigue  cracb 
a t  which s t r e s s  measurement-s were available. D a t a  on. unnotched 0.040 
24s -T  Alclad  sheet  reported  in  reference 4 were a lso  used to   p lo t   t he  
9-N curves shown i n  this figure. The s o l i d   l i n e s   i n  f i v e  14 show 
the S-N curves  for  the  pertinent mean stress  values.  The dashed lines 
represent  the summation curves, or the number of  loads  applied  equal t o  
or  greater  than  the  l isted stress values. The lower  dashed l ine  represents  
measured stress values whereas the upper dashed line  represents the 
measured stress  values moved ver t ica l ly   un t i l   they  became tangent t o  
the S-N curve  having  the  proper mean stress value. T h i s  adjustment, i n  
effect ,  w a s  accomplished by multiplying the measured s t ress   values  by a 
constant, which i s  the  effective  stress-concentration  factor Kg l i s t e d  
i n  column 9 of table 3. The f a c t  that the values of K1 and Kg agree 
so closely  indicate8  that   the   tes ts  were essent ia l ly  of the constant-level 
type. This can readily  be  seen  since  those loads applied a t  other 
than An = 0.625 apparently had a negl igible   effect  upon the effect ive 
stress-concentratfon  factor. 

The Miner theory of reference 6 was a lso  used t o  check the results 
of the  present tests. Miner’s theory  basically assumes that fatigue 

f a i lu re  will occur when xi = 1, w h e r e  

p number of cycles of load  applied  at-each  value  of An, or  
stress’ l eve l  

N number of cycles   of load  required  to  cause fa i lure  a t  the 
per t inent   s t ress   levels  as found  from 6-N curves 

The- r e su l t s  of  these  calculations are also tabulated in table  3 under 
column 12 and vary from 1.04 t o  1.21. It should be pointed  out  here 
that these  calculationa do not  necessarily prove the Miner theory t o  
be e i ther   t rue   o r  false but show o n l y  a measure of the  var ia t ion of the 
present   tes ts  from the t r u e  constant-leve-l type. 

Rate of growth.-  Cracks 3 and 4, which originated  near  station 214, 
were detected by fati@;ue-detector  wires a t  an  early  stage and were 
allowed t o  grow u n t i l  danger to   the  equipment was imminent. The r a t e  
a t  which the  cracks grew is  shown In  f igure 15 where the  estimated loss 
of total   tension  material ,   in  percent of  cross-sectional area of the 
tension  surface a t  th i s   s ta t ion ,  i s  shown as a function  of  cycles of 
applied load.  It is  interest ing t o  note that the growth o-he cracks 

I 
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w a s  re la t ive ly  slaw unti l   about  7.5 percent of the tenaion material had 
failed. The slopes  of the curves t M n  become veqy steep,  indicating a 
very  rapid  propagation of the  crack. 

Effect on frequency  and dm@=.- The present tests indicated that 
the natural frequency  of the wing w a s  not  affected by fatigue damage 
u n t i l  after a fatigue crack had originated. Even then, the frequency 
decreased  only by about 2 cycles per minute (out of 106 cpn) when as 
much as 35 percent of the tension material had failed. Figure 16 shows 
the indicated  reduction i n  natural frequency  plotted aa a function of 
percentage  loss of tenaion material for cracks 3 and 4. Although there  
i s  some scatter i n  data, the two curves  apparently have the same general 
shape. 

No specif ic  damping measurements were made during the present   tes ts ,  
but  the indications were that the damping did not change as the fatigue 
l i fe  was used up. This statement i s  based p r h a z i l y  on the f a c t  that 
the amplitude  of  vibration,  for a set  operating  condition, did not 
change u n t i l  after a fatigue  crack had originated. The damping of these 
wings was quitqlow  (reference 7),  and the relative magnification  curve 
waa therefore  very  steep. Also, since the tests were conducted a t  
resonant  frequency, any change i n  *ping would have caused a very 
pronounced change i n  amplitude  of  vibration  but no such chahge waa 
noted. 

Inasmuch as neither the natural  frequency nor the damping of the 
two test wings appeazed to be affected by fat igue damage u n t i l   a f t e r  a 
fatigue  crack had originated, the use  of these parameters does  not 
appear adequate as a measure of the damage caused by fa t igue   in   an  
airplane wing structure.  

CONCLUDING REMARKS 

Although the results cover 11 fat igue cracks, suf f ic ien t  data are 
not  yet available t o  permit the formulation of definite conclusiom. 
The data do indicate a surprisingly small amount of  spread i n  fatigue 
l i f e  even  though a l l  fa t igue cracks did not  originate a t  the same 
points. 

Although the tests reported  herein were not  of  an  exact  constant- 
l eve l  type according to   s tandards   se t   for th   in   fa t igue  tests of small 
specimens, calculations  indicated that essent ia l ly  all the fatigue 
damage was done a t  the desired  level  of s t r e s s .mpl i tude .  Cmputed 
effective  stress-concentration  factors  for the r iveted joints varied 
from 2.35 t o  3.15. The one value ccxnputed f o r  the corner  of one inspec- 
t i o n  hole c&t out was 4.20. Neither the natural frequency  nor the damping 

- 
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of the two test specimens appeared t o  be affected by fatigue daanage u n t i l  
after a fatigue  crack had originated;  the we of these parameters there- 
gore may not be  adequate as a measure of fatigue damage. The rate of 
fatigm-crack growth W&S quite emall u n t i l  approxfmately 7.5 percent of 
tension  material   failed,  after which the rate of crack  growth  increased 
markedly. 

L 
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GEOMETRIC CHARAC"E3ISTICS OF C - g D  AIEPLANE PERTINENT 

To FATIGUE PROGRAM 

Normal gross weight. pounds . . . . . . . . . . . . . . . . . .  45. 000 
Assumed operating weight. pounds . . . . . . . . . . . . . . .  40. 
Minimum flying weight. pounds . . . . . . . . . . . . . . . . .  26. 195 
Level flight equivalent  airspeed.  miles per hour . . . . . . . . .  240 
Probable  operating  equivalent airspeed. miles per hour . . . . . .  1 9  
Design gliding  equivalent  airspeed.  miles per hour . . . . . . . .  31g 
A i r f o i l  section f r o m  center   l ine  to   s ta t ion 192 . . . . . .  NACA 23017 
Airfoil section from station 192 t o  t i p  changes gradually 

to . . . . . . . . . . . . . . . . . . . . . . . . . . .  RACA 4401.5 
w i n g  area. square f ee t  . . . . . . . . . . . . . . . . . . . . .  1360 
Wing span. feet . . . . . . . . . . . . . . . . . . . . . . . . . .  108 
Tip chord. theoretical. inches . . . . . . . . . . . . . . . . . .  66 
Root  chord. inches . . . . . . . . . . . . . . . . . . . . . . . .  198 
Taperra t io  . . . . . . . . . . . . . . . . . . . . . . . . . . .  0.333 
Mean aerodynamic  chord. inches . . . . . . . . . . . . . . . .  164.25 
Incidence a t  wing root. degrees . . . . . . . . . . . . . . . . . .  3.5 

Dihedral a t  70 percent chord. degrees . . . . . . . . . . . . . . .  7.0 
Sweepback. leading edge. degrees . . . . . . . . . . . . . . . .  11.4 
Aspect r a t io  . . . . . . . . . . . . . . . . . . . . . . . . . .  8.58 

. 

. Incidence a t  wing tip.  degrees . . . . . . . . . . . . . . . . . .  0.5 

Angle between 70 percent chord and center Une. degrees . . . . . .  90 
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Figure 2.- Detailed view of exciter spring syetem and amplitude- 
measuring microswitch assembly. 
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Figure 3.- Nominal location of inatrumentation and point- - ?  crack origin.  
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Figwe 6.- Details of r ive t ed  joint  where cracks 1, 2, and 11 origtnated.  
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(a) View of crack looking a f t .  (b) View of crack a f t  of point of 
origin. 

L- 68451 
(c) V i e w  of crack from inside of  (a )  View of crack showing f a i lu re  

wing- of  front  spar flange. 

Figure 7.- Foul.. views of l e f t  wing showing crack 1 after 108s of  50 percent 
of the tension material. 
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L- 68452 

Figure 8.- View of right wing e h m n g  crack 2. 

- 
L-68453 

Figure 9.- V i e w  of  l e f t  wing showing crack 11 wben discovered. 
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(a) V i e w  of crack 3 on right wing. 

(c) View of crack which started as 
a secondary e f fec t  of crack 3. 

(b) View of crack which started as a 
secondary e f fec t  of crack 3. 

v 
L-68454 

(a) View of  crack 5 on l e f t  wing. 

. 

Figure 10.- View of typical  cracks  originating a t  corners of inspection 
hole 8 .  
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L-67351 

Figure 11.- VLew,f typical  crack i n  doubler plate, crack 4. 
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(a) View of crack 6. 

(b) View of crack 7. w 
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Appxoximate point of 
fatigue-crack or ig in  - 

Figure 13.- Chordwise distribution of measured stress at riveted  joint 
where cracks 1, 2, and 11 originated. 
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Figure 14.- Typical expaneion of aunrmatioa curve6 for  determination of 
effective  streas-concentration factor, Q. 
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Loss of tension  material,  percent 

Ffgure 16.- Variation of natural frequency of t e s t  6pecimen with loss of 
tension material. 
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